
OPTIMUS ELECTRIC 
STEERING ACTUATOR

• Remote Mount Electric Steering Actuator for Outboards
   First all electric bolt on steering for outboard engines with no fluid in the system.

• Integrated Electronics
   The steering control unit, communication, and actuator are integrated into one 
   electro-mechanical actuator that is fully potted.

• Compact and High Performance
   Direct connect to electronic helms and joysticks.

• For Single, Twin, Triple and Quad Engines, 150HP+ 
• Superior Steering for Power Boats
   All single, twin, triple and quad outboard engine boats • Electronic and mechanical 
  controlled • Single and multi-helm station boats • Performance powerboats, bay boats,  
  center console, saltwater fishing vessels, RIBS, catamarans, houseboats and pontoon boats.

IT’S HERE
NEXT 
GENERATION 
ALL ELECTRIC 
STEERING 
DELIVERED BY 
SEASTAR

CUSTOMER INSTALLABLE MOLDED HARNESS

PROVEN SEASTAR PIVOT STYLE ARCHITECTURE

ULTRA CORROSION RESISTANT SHAFTS

FULLY SEALED CONTROLLER IS INTEGRATED IN THE ACTUATOR

RELIABLE, EFFICIENT PLANETARY ROLLER SCREW TECHNOLOGY



Features
• Compatible with Optimus Helm, CANtrak display, and Joystick
• Similar in size to the tournament Optimus cylinder
• Compatible with drive by wire autopilot systems from Garmin, 
  SIMRAD and Raymarine
• Adjustable speed sensitive turns lock to lock
• Adjustable speed sensitive wheel effort
• Ackerman (ideal for pontoon and catamarans)
• Speed sensitive rudder angle limits for safe vessel steering
• Longest life, compact roller screw technology
• Wear resistant end glands and shaft scrapers that are triple sealing
• Military specified anodizing for corrosion protection
• Compact brushless DC motor for demanding applications
• Compatible with NMEA 2000
• NMMA, ABYC, CE, ISO and SAE electrical & environmental requirements

Maintenance
• Drastically reduced maintenance, no hydraulic fluid required
• Harness is a stand alone replacement item

Manual override
• Same redundancy as Optimus
• Access plug can be removed and allen key 
  inserted to position the engine straight ahead

Simple to Install - Twin engine
• Directly connect to electronic helms and 
  joysticks
• Potential to remove 24 holes that would be 
  drilled for bulkhead plates if harnesses are 
  routed through the engine rigging tube for 
  a clean look
• Only three 3 CANbus connections, positive 
  and negative battery and system wakeup
• Fast install with less parts in the boat and 
  no oil purge
• Harness lengths 12’ for the battery and 24’ 
  for the CAN/IGN
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